GROUNDWATER MONITORING REPORT ANNUAL EVENT
JANUARY/FEBRUARY 2001

BRC Former C-6 Facility . Page 12
Los Angeles, California June 20, 2001

7.0 REFERENCES

England Geosystem and Haley & Aldrich, 2001. Standard Operating Procedures for
Measuring Natural Attenuation Parameters at Boeing Realty Corporation Former C-6 Facility.
Revision 1.0, January 9, 2001.

Exponent, 2000. Statement of Work for Evaluation of Natural Attenuation at Boeing Realty
Corporation's C-6 Facility, Torrance, California. December 2000.

Kennedy/Jenks Consultants, 2000a. Groundwater Status Report, dated October 27, 2000.

Kennedy/Jenks Consultants, 2000b. Groundwater Monitoring Work Plan 2000, dated
December 2000.

Poland, J.F., Garnett, A. A., and Sinnott, A., 1959. Geology, Hydrology and Chemical
Characteristics of the Ground Waters in the Torrance-Santa Monica Area, California; USGS
Water Supply Paper 1461.

State of California, Department of Water Resources, 1961. Planned Utilization of the Ground
Water Basins of the Coastal Plain of Los Angeles County. Appendix A Ground Water Geology.

Tait Environmental Management, Inc. Boeing Realty Corporation, Former C-6 Facility,
Groundwater Monitoring Services, Standard Operating Procedures. January 11, 2001.

Tait Environmental Management, Inc. Health and Safety Plan Prepared for Boeing Realty
Corporation, Former C-6 Facility, 19503 South Normandie Avenue, Los Angeles, California.
January 8, 2001.

USEPA, 1999. Contract Laboratory Program National Functional Guidelines for Organic Data
Review (October, 1999).

USEPA, 1999. Record of Decision for Dual Site Groundwater Operable Unit, Montrose
Chemical and Del Amo Superfund Sites, Volume I and II. Dated March 1999.

ENGLAND
GE®SYSTEM

Final ENYIRONMENTAL ENGINEERING

BOE-C6-0232541



